KRISHI VIGYAN KENDRA, GHATKHED, AAMRAVATI
TENDER NOTICE
TENDER FOR 
1. Supply of LAB EQUIPMENTS 
2. BUS CHASSIS MODEL TATA -410 FOR MOBILE SOIL TESTING VAN 
2. FABRICATION WORK FOR BUILD UP BODY OF MOBILE SOIL TESTING VAN 
The undersigned invites sealed tender in two envelop system on or before 27.12.11 up to 3.00 p.m. from manufacturer/authorized dealer/company on behalf of KVK, Amravati  for the supply of ‘Laboratory Equipments / Four Wheeler Chassis Model - TATA – 410 /Fabrication work for build up body of mobile soil testing van. 
	The blank tender forms along with conditions can be available in the office of the undersigned from 21.12.2011 to 27.12.11 on payment of Rs.500/- (Rs.Five Hundred Only ) in cash or DD/Banker Cheque drawn in the name of the Programme Co-ordinator, Krishi Vigyan Kendra, Amravati on working days between 11.00 to 16.00 hrs. The blank tender form along with the specification conditions will also be made available on KVK, Ghatkhed ,Amravati website www.kvkgamravati.org . The tenderer, downloading the tender form from the KVK, Ghatkhed Amravati website are required to submit a D.D. of Rs.500/- along with the tender form at the time of submission. The cost of tender form is non refundable.

                                                                                 
                                                                                 

                                                                                                                        -Sd/-                                                                                                                                                                                                                                   Programme Coordinator                                                                                                                               Krishi Vigyan Kendra, Amravati
Date:-2012.2011
 No. SSF/KVK/AMT/MSTL/13/2011-12


	 (
KRISHI VIGYAN KENDRA, 
GHATKH
E
D, Amravati
 (MAHARASHTRA) 
Tender Form 
Tender for 
SUPPLY 
of LAB EQUIPMENTS FOR MOBILE SOIL TESTING
 VAN
      
SUPPLY of FOUR WHEELER 
CHASSIS 
-
MODEL TATA -410 FOR MOBILE SOIL TESTING VAN 
FABRICATION WORK FOR BUILD UP BODY OF MOBILE SOIL TESTING VAN 
Date of sale of Tender  
       
 :  
21
 /
12 
/2011
 
                 
to 
               
27
/12   
/2011
 
Last Date of Submission : 
 
27
/
12
/2011 
Date of Opening 
          
: 
 
27
/
12 
/2011 
Place of Opening 
            
: Office of KVK, 
                                                                                             
Ghatkhed, Amravati
)

	[image: 1]No. ssf/KVK Ghatkhedt/     /2011-12                                                                             Date:    /     / 2011

	D.D. No./Date 
	

	Amount Rs.
	- 



To,
 _____________________________________
 _____________________________________ 
_____________________________________

Subject: Purchase of Blank Tender Form for Supply of Laboratory Equipments/ Four Wheeler  chassis Model TATA – 410 /Fabrication work for build up body of mobile soil testing van.
 
Reference:- Your letter dated_________________________ This office is in receipt of Rs. -----/- (Rs. ----------) through D.D./Banker Cheque towards the cost of blank tender form for supply of ‘Laboratory Equipments/ Four wheeler Vehicle Chassis Model TATA – 410 /Fabrication work for build up of mobile soil testing van. I am enclosing herewith the set of tender form as desired by you.



Programme Coordinator
                                                                                                                                                Krishi Vigyan Kendra,
                                                                                                                                                Ghatkhed, Amravati.


Tender  Sr.No.
 Price Rs.-------/-
 Issued to: _________________________________________________________________ 
Money Receipt / D.D. No._________________________ Date:_________ 
TENDER FORM FOR
“Supply of Laboratory Equipments /Four Wheeler Chassis Model TATA-410 /Fabrication work for build up body of  Mobile Soil Testing Van
To, 
The Programme Coordinator,
 Krishi Vigyan Kendra, 
Ghatkhed, Amravati. 
Dear Sir, 
1. In respect to the tender notice published in the daily newspaper _____________dated Or at website of http://www.kvkgamravati.org. I/We submit herewith tender form for the supply of ______________________________________________________________ 
2. I/We have thoroughly examined and understood terms and conditions of the tender mentioned in   Appendix-I and I/We agree to abide by them in full. 
3. I/We offer to undertake the supply of________________________________________ 
___________________________and quoted the rates inclusive of all taxes freight etc. as given in Appendix-II/Appendix III. It is agreed that no additional charges other than those mentioned in Appendix-II /Appendix III would be payable to me/us. 
4. I/We accept that the rate offer shall remain valid for a period of Six months from the date of opening of tender. I/We further agreed that if the date up to which the offer will remain opened be declared as holiday for office then offer will remain open for acceptance till next working day.
5. I/We shall be bound by communication of acceptance of the offer dispatch within prescribed time. 
6. I/We accept that the rights to accept or reject whole or part of the tender without assigning any reason is reserved with the KVK, Ghatkhed, Amravati. The decision of the Krishi Vigyan Kendra, Ghatkhed, Amravati  will be final and shall be binding on me/us. 
7. I/We agreed to undertake to Supply the _____________________________at location of the office mentioned in the final supply order and as per the specifications of the ______________________final order within three weeks from the date of supply order or the date specified in the supply order. 
8. As per the terms and conditions Part-I of Appendix-I. I/We are submitting my/our offer in two sealed envelopes enclosed in Envelope No.3. Envelope No.-1 contained documents as per the conditions Sr. No. 20 of Part-I or Appendix- I and Envelope No.-2 includes rates quoted by me/us in Appendix-II/Appendix III . 
9. I/We also agreed that the KVK, Ghatkhed, Amravati, has full rights to open/consider the second envelope only if KVK, Akola satisfies with information contained in envelope no. 1. The decision of the KVK, Ghatkhed regarding this will be final and will be binding on me/us. 
10. I/We hereby declare that entries made in this tender form that is in Part-II of the Appendix-I  are binding on me/us. I/We shall be bound by the act to my/our authorized representative duly constituted attorney Shri._________________________ 

Whose signature is appended here to in the place specified for the purpose and of any other person who in future may be appointed by me/us in his place to carry all the business of this concern/agency/firm. (The Intimation of the change will be inform to the Programme Coordinator, Krishi Vigyan Kendra, Ghatkhed, Amravati.). 

11. Copy of the Shop Act and authorized dealership certificate from competent authority is enclosed. 
The following documents duly filled in and signed are enclosed along with the tender. The Part-I of the Appendix-I, being the terms and conditions is retained by me/us for my/our information and record. 

                                                                                                                                                           Yours Faithfully 
Place: 
Date:                                                                                                                                    Signature of the Supplier

















Capacity in which signing___________________________________________
 Name and Address of the firm/supplier/tenderer______________________________________ Registration No. of the Supplier/tenderer___________________________________ 
Encl: List of documents (Check List) 
1) Tender Form 
2) Sales Tax Registration Certificate/Sales Tax Return Certificate. 
3) Copy of Certificate as manufacturer/authorized dealer/supplier 
4) Copy of the Shop Act and License for selling 
6) Part-II of Appendix- I 
7) Appendix- II /Appendix III



                                                                     Signature of the constituted Attorney/Authorized Representative 

Signature___________________________                                   Date:   _________________________ 
Name_________________________________ 
Address_______________________________________________________________________ 
________________________________________________________________________




APPENDIX-I

Important terms and conditions governing for the supply of “Laboratory Equipments/Four Wheeler Chassis  MODEL TATA-410 /Fabrication work for body build up of Mobile Soil Testing Van’ for KVK, Ghatkhed, Amravati  under MANAV VIKAS YOJANA. 

1. Sealed tender for the supply of “Laboratory Equipments/ Four Wheeler Chassis  MODEL TATA-410/ Fabrication work for build up of mobile soil testing van” are invited     from the manufacturers/authorized dealers/registered suppliers on or before 27.12.2011 upto    3.00 pm. The intending supplier is if manufacturer or authorized dealer has to submit the    certificate of manufacturer or authorized dealership as the case may be. VAT registration number    should invariably be given. Tenders received through E-mail will not be accepted. In case tender    sent by registered post, it shall be the responsibility of intending supplier to see that they are     received before the specified closing date and hours (time). The tender received will be opened     on  27.12.2011 at 4.30 p.m. in the presence of the purchase committee members and the     intending      supplier who may desire to be present. 
2. Supply of the material/goods has to be made by the supplier as per the specification furnished in      the Appendix-II of the tender form. 
3. Material to be supplied shall have to be delivered at said location by KVK, Ghatkhed, Amravati in case of supply of laboratory equipments.  The rate should  be quoted inclusive of all charges, taxes, duty etc. with free delivery  and include registration and insurance charges in case of supply of bus chassis in supply of  order. 
4. Laboratory equipments has to be installed & commissioned in the Mobile Van in such a way to       avoid the breakage due to jerk, vibration, movements etc. 

5. Supply will have to be completed within three week from the date of issue of order in case of supply of laboratory equipment and Bus Chassis and fabrication work should be completed within one and half months . 

6. In event of the failure to comply with the order within the specified period as per specification,      this office will arrange for alternate arrangement (including cancellation of the order for supply)      to procure the material through any other supplier or agency at the risk, cost and expenses of      the said supplier who shall bear and pay all additional expenditure incurred by the KVK, Ghatkhed, Amravati.  in that behalf and earnest money deposit amount will be forfeited. 

7. The security deposit @ 3% of the total cost of the accepted tender will have to be deposit with      the KVK, Ghatkhed, Amravati through the Bank Draft or Banker cheque or cash only soon after the acceptance  notice is issued. Security deposit will not be accepted in any other  form except bank draft, banker cheque or cash. 

8. Bill in triplicate is to be submitted in the Name specified in supply order along with the products      to be supplied to this office. 
9. The payment will be made in full only after the delivery of the material, successful installation &      commissioning and after satisfactory Verification at KVK, Ghatkhed, Amravati. No payment       through bank against dispatch document will be made. 
10. Intending supplier should write tender for supply of “Laboratory Equipments / Four Wheeler Chassis  MODEL TATA-410 / Fabrication work for build up of mobile soil testing van” with due       date of opening on cover of the tender sealed envelope. 
11. The rate should be quoted in words as well as in figures without filled corrections or over         writing, only in the form of Appendix-II/Appendix III supplied by this office along with the tender form.        Quote the rate as a single unit for all supply as mention in Appendix-II/Appendix III
12. The rate quoted should be effective at least for 6 months from the date of opening of tender. 
13. In case of tenderer whose rate will be accepted for above supply the amount of security deposit will be refunded only after the complete supply of material and on production of request letter for the refund of security deposit  along with the stamp advance receipt and KVK, Ghatkhed, Amravati money receipt in  original. In all other  cases   refund will be made to unsuccessful tenderers on production on documents  mentioned herein. 
14. In the event of any breach of any of the terms and conditions of supply it shall be liable to        forfeit the amount of security deposit without prejudice to any  other rights and remedies open to KVK, Ghatkhed, Amravati.  
15. The successful tenderer shall have to execute an agreement bond on stamp paper of Rs. 100        before accepting the supply order of article for which rates are tendered. 
16. After the Supply of “Laboratory Equipments/ Four Wheeler Chassis  MODEL TATA-410/ Fabrication work for build up of mobile soil testing van” it will be binding on  the tenderer to give satisfactory demonstration of working of Equipment/Products/works. Without   demonstration  security deposit money will not be refunded.        Similarly, tenderer has to provide satisfactory after sales service and for this the supplier has to furnish agreement bond. 
17. The “Laboratory Equipments/ Four Wheeler Chassis  MODEL TATA-410/ Fabrication work for build up of mobile soil testing van” will have to be supplied within 3 week or as specified or even in less period than three week from the date of issue of supply order in case of supply of laboratory equipments and supply of bus chassis and it should be one and half month in case of fabrication work. 
18. The tenderer should submit his offer in two separate envelopes i.e. in the first envelop with the        superscription “Laboratory Equipments/ Four Wheeler Chassis  MODEL TATA-410/ Fabrication work for build up of mobile soil testing van” (TECHNICAL  INFORMATION) ENVELOP No – 1. 
a) Sale Tax, VAT No., Registration Certificate, Sale Tax Return Certificate/TIN No. 
b) Original catalogs, pamphlets, picture of the items offered. Documents in support to reveal       capacity to provide after sale service. 
c) Certificate of Sole manufacturer/authorized dealer of manufacture/authorized supplier/dealer       of overseas. 
d) Part II of Appendix I duly filled. 
e) Cost of tender form of Rs. 500-/- in the form of DD/Banker’s Cheque in the name of Programme Co-ordinator , KVK,Ghatkhed, Amravati in case of tenderer who downloads the tender form from KVK, Ghatkhed, Amravati  web site. 
(Important : If any of the above documents from (a) to (e) is not enclosed the Envelope No. 2 will not be opened). 
19. The tenderer should provide the rates quoted only in Appendix II /Appendix IIII in second Envelope with superscription TENDER FOR SUPPLY OF “Laboratory Equipments/ Four Wheeler Chassis  MODEL TATA-410 /Fabrication work for body build up of Mobile Soil testing Van”  APPENDIX-II (RATES) ENVELOPE No.2 
20. Enclose sealed envelope No.1 and 2 in envelope No.3 with superscription TENDER FOR Laboratory Equipments/ Four Wheeler Chassis  MODEL TATA-410/Fabrication work for body build up of Mobile Soil testing Van”  
21. The rights to accept or reject whole or part of tender without assigning any reason thereof is reserve with the undersigned. 

Programme Co-ordinator
                                                                                                                                     Krishi Vigyan Kendra,            Ghatkhed, Amravati.





Part – II
Undertaking to be given by the tenderer for supply of Laboratory Equipments/Bus Chassis Model TATA-410 / Fabrication work for build up of mobile soil testing van”

 Whereas, SSF’S, Krishi Vigyan Kendra has called tenders for supplies as per the enclosed Appendix-II and Appendix III

I/We hereby offer our tender at the rates given in the enclosed Appendix-II ad Appendix III duly filled in and signed by me/us and hereby also affix my/our signature(s) below this tender voluntary and full acceptance of all the terms and conditions of this tender, which shall be the agreement between the above tender calling authority and myself/us.
 Enclosed : Appendix – II and Appendix III  Signature of the 

Supplier_____________________________________ 
Name of the Supplier________________________________________
 Capacity in which Signing_____________________________________ 
Full address of the supplier with seal/stamp 
Place: 
Date:
APPENDIX-II

SPECIFICATIONS FOR  Four Wheeler Chassis and  FABRICATION WORK for 
“ MOBILE SOIL TESTING VAN” UNDER  MANAV VIKAS YOJANA

	SN
	Name & Specification of Chassis and details of  Fabrication Work 
	Qty Required No. 
	Total Amount Rs. 

	1
	 Four Wheeler Chassis :

Type  : TATA –LP 410 /34 Twin Tyre 
Power : 75 KV @2800 rpm (100 HP) 
Charges Including registration and insurance 
	01
	

	2
	Fabrication Work including materials 

· Fabrication should be done by ISO/approved/BEST workshop having good experience . 
· Fitted with SOIL TESTING EQUIPMENTS on the top of Working Table with cover in shock proof / vibration free design. Shaker should be movable and suitable space for Water distillation unit and 5.0 KVA Voltage Stabilizer. 
· Laboratory area with at least 2 x 3.50 – 4.00 meter or better, height 1.65 meter. Generator room & driver cabin having additional seat cum sleeper facility 
· Interior wood work as per laboratory standard, top cover furnishing with acid proof sunmica, wooden flooring with PVC matting. 
·  Suitable slab & cupboards for glass wares & chemicals & allied items. 
· Additional facility: Electric control panel & electrical wiring, lighting and extra power points, facility to connect with external power source, safety for short circuiting, collapsible ladder, fire extinguisher, working slab and chairs. 
·  Genset, single phase, branded (Silent type, movable) in special vibration free enclosure, to remove fumes and heat of Laboratory. 
·  Air conditioner-branded Split air conditioner
· Stainless Steel Sink 
· Two sink (Stainless steel-1 & Ceramic-1)) 

	For one mobile soil testing van 
	



APPENDIX-III
LIST OF SOIL TESTING EQUIPMENTS WITH DETAILED SPECIFICATION
	SN
	Name & Specification of Equipments 
	Qty Required No. 
	Total Amount Rs. 

	1
	Atomic Absorption Spectro Photometer (Elico,  Systonics or any other branded and reputed company Make) 
Computer controlled true double beam ABS
• Four lamp automatic turret with independent power supplies with          coded lamp compatible, shall suffice for measuring Cu, Fe,Zn and      Mn. 
• Monochromator with Wavelength range 190-900 nm. Holographic     grating of high density of not less than 1800 lines/mm. 
• Must have wavelength locating by automatic peak searching, auto     loading of all parameters and auto bandwidth selection and     continuously variable selection 0.2-2.0 nm with D2 lamp background     correction. 
• Titanium burners for C2H2 – N2O & C2H2 – AIR with precise knobs     for burner optimization i.e. height, rotational and lateral. 
•  Fully inert nebulizer. 
• Gas system with automatic flame changeover, full safety interlock     including pressure sensors on both lines, power failure protection,     burner interlock and flame sensor, flame ignition should be      automatic. 
• Burner movement through computer, all three directional, height,      rotation, lateral. 
•  PTFE spray chamber and adjustable impact bead aerosol. 
• PC operating software should be able to run with MS Windows /     Open Source Software should be compliance with international     quality norms and should have upgradeable facility. 
• Suitable computer system ISO certified and printer should be      quoted. The system may also be upgraded with all major     accessories. Suitable for 230 V : 50/60 Hz operation. 
• Single element coded Hollow Cathode lamps : Cu, Fe, Zn.,Mn.,Mg,     B,K,Mo. 
• System should have facilities of repeat of result of same sample and     date treatment. Automatic calculation of percentage in base     material. 
Accessories: 
              Acetylene and Nitrous Oxide cylinder with regulator, air               compressor, air filter, voltage stabilizer spares and               consumables for 2 years operations. SS Exhaust Fume Hood               with inert centrifugal blower, Instruction manual & Circuit               diagram to be provided. 
	01
	

	SN
	Name & Specification of Equipments 
	Qty Required No. 
	Total Amount Rs. 

	02
	Spectrophotometer – (Diigital)-( (Elico,  Systronics or any other branded and reputed company Make) 

Wavelength     : At least 340-960 nm (Visible Range) – User Selectable Resolution         : 0.2 nm 
Accuracy            : ± 1 nm
 Repeatability   : ± 0.5 nm
 Bandwidth       : < 2 nm
 Measuring Mode   : % Transmittance ( % T ), Absorbance ( ABS ),                                           Concentration ( CONC ) by K – Factor and                                           Multistandards 
Operating Modes   : Single Wavelength : measuring % T, ABS and                                            CONC, Spectru, Scan measuring % T and ABS                                            Time Scan, measuring % T and ABS 
Source                           : Tungsten Halogen Lamp 
POWER                          : 230 V ± 10 %, 50 / 60 Hz 
Standard Accessories : 1 nm path length Four ( 4) cavettos matched within 
	01
	

	03
		Flame Photometer ( Digital ):- (Elico,  Systronics or any other branded and reputed company Make) 
System for the measurement of alkali and alkaline earth metals ( only Sodium, Potassium, Calcium and Lithium ) in the environmental samples, using the technique of flame photometry, comprising of an aspirator unit, oil free compressor, burner unit, filters and photo detector. 
Technical Specifications
 • Instrument response / Sensitivity
 Measuring Range : 0 to 1999
 Elements analyzed : Na +, Ca ++, K +, Li +
Sodium : Upto 100 units for 2 ppm or less 
Potassium : Upto 100 units for 1 ppm or less 
Accuracy & Reproducibility : less than ± 2 % 
Sensitivity : Na + & K + = 0.5 ppm Ca++ = 5 ppm Li + = 2 ppm Linearity     : less than ± 1% at midpoint with 3 ppm K+set at 100
 • Display    : At least 3 digit LCD 
• Detector : Photo conductive cell 
• Filters    : Metal interference for Sodium, Potassium, Calcium and                       Lithium 
• Power requirement : 230 ± 10 V, 50 Hz AC 



• Aspiration rate : 3 to 6 mL/min  
	01
	

	
	
	
	

	04
	pH/mv/Temp. Analyzer (Three Point Calibration)- (U tech ,Elico,  Systronics or any other branded and reputed company Make) 
• pH Range : 0.000 to 14.000 
• pH Resolution : 0.001 pH 
• Relative Accuracy : 0.002 pH 
• Backlit LCD Display : 16x2 line 
• Auto Buffer Recognition : 4.01,6.86/7.00,9.18/10.01 @25 0C 
• Buffer Standard : US/NIST & EURO 
• Temperature Range : 0.0 to 500 C power supply 
• Instrument should be operate to 230 V & 50 Hz power supply & with cord plug, DC Adaptor 
• Features like auto Buffer Recognition & simultaneous Display of pH, mV and Temperature. Auto/Manual Temp Conpensation, last Calibration storage with date and reading of pH, mV and Offset value. Electrode, Standard Buffer Tablets, ATC Probe, Electrode Stand 
• Optional accessories- Suitable Printer, additional electrode, all three standards of 4,7,9 pH 
• Supplied with temperature probe, pH electrode. Dust cover, power adaptor/electrode, instructional & operational Manual 

	01
	

	05
	Microcontroller Based Conductivity /TDS Analyzer- (Elico,  Systronics or any othe branded and reputed company Make) 
• Supplied with temperature probe, conductivity Cell = 1.0, Dust Cover, Power adaptor/power cord, Instructional & operational Manual. 
• Conductivity Range : 0 to 20.00, 200.0, 2000 uS/Cm; 2 to 2.00 , 

200.0 ms/cm 
• Conductivity Resolution ; 0.1 uS/Cm 7 0.1 ms/cm 
• TDS Range : 0 to 10.00, 100.0, 1000 ppm; 10.00, 100.0 

ppt 
• TDS Resolution : 0.1 ppm & 0.1 ppt 
• Temperature Range : 0 to 500C 
• Temp. Resolution : 0.10C 
• Temp. Compensation : Automatic & Manual 
• Temp. Coefficient : 0.10% per 0C 
• Suitable Cell Constant : 0.1, 0.5, 1.0 K (Selectable) 
• Adjustable cell constant : 0.09 to 1.1 K 
• Cond.To TDS Factor : 0.40 to 1.00 (Selectable) 
• Display : 16x2 line backlit Display 

	01
	

	06
	Analytical Balance with density Kit + Software- (Contech/Chiron Make) 
• Max Capacity : 200/300 GMS 
• Readability : 0.1 Mg (0.0001 GM) 
• Repeatability : 0.1 Mg 
• Linearity : +/- 0.2 mg 
• Pan Size : 90 mm Dia 
• Stabilisation time: 3 seconds 
• Weighing Units : Multiple Units 
• Application : PCS Counting % weighing, formulation 
• Calibration : Fully Automatic internal Calibration (fact) (Temp. 

controlled) 
• Rs 232 C : inbuilt for connecting to printer or computer 
• Technology : Latest EMF C weighing technology 
• Certification : ISO 9001:2000 
• Protocols ; GMP/GL Protocols can be obtained 
• Operating temp: 5-400C 
• Display ; Brilliant graphical LCD display 
• Time & Date : Inbuilt 
• USER ID : 3 user ID can be fed. alpha numeric 
• Timer for Calibration: Can be set at intervals 
• Keypad : Alpha numeric keypad 
• Weighing filter : can be set for different conditions 
• MOC body : Die cast aluminium 
• Print Format : Freely selectable print format, Header, Footer, ID1, 
    ID2, ID3 
• Density measurement Kit & Software (Menu Driven) 
• Animal weighing (Averaging) 
• Totalisation. Recipting 
• Minimum, Maximum weighing 
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	07
	Electronic digital Balance- (Contech/Chiron Make) 
• Operating on 220 to 230 V. 50 Hz with built in voltage stabilizer 
• Weighing capacity : 300 gm 
• Readability : 0.01 gm 
• Repeatability : < 0.01 gm 
• Response time : 1 sec. (Average) 
• Linearity : 0.02 gm 
• Sensitivity : 0.0001 gm/01 mg 
• Stabilization time- 1 to 5 seconds with min. Warm up time balance     mounted in rectangular case having sliding glass to avoid air dumping     linearity, reproductively 
• Auto Calibration 
• Display- LCD panels/LCD readout 
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	08
	Electronic Digital Top Pan Analytical Balance- (Contech/Chiron Make) 
• Standard bidirectional RS232C interface Selectable baud rate 
• Easy operation with feather touch membrane keys 
• Automatic zero tracking 
• Port for external display 
• Stainless Steel weighing pan 
• Multiple weighing units: Grams & Carat. 
• Taring Range (Substractive) : up to full capacity 
• Power temperature : 230 V AC + 10%-15%, 50 Hz 
• Operating Temperature Range : 100C to 450 
   Capacity : 220 g Accuracy : 0.001 g Repeatability (Linearity): ±    0.001 g Pan Dia : 100 mm Capacity : 300 g Accuracy :0.001g    Repeatability (Linearity): ± 0.001 g Pan Dia : 100 mm 
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	09
	All Quartz Double Distiller with following features – (Borosil/Riviera make) 
• Replaceable Silica Heater : This eliminates frequent shut down of the equipments and service free. 
• Built in Triple safety 
• Gate Valve : conserves cooling water wastage in case of power failure 

• Flow switch : Additional in built safety for the equipment unit shuts off if cooling water to condenser fails. 
• Pressure Temperature Switch (PTS) : The boiler is equipped with PTS for safety of the boiler. If water level fails below the heater unit switches off. 
• Quartz Teflon stopcock for easy draining and cleaning our boiler 
• Quartz Threaded connection for easy assembly and maintenance 
• Voltage A.C. 50 Hz-230 v 
• Quality of Distillate water progeny free Reagent Grade/ Distillate must be tested before use 
• Conductivity- <0.1 us/cm 
• Distillate Temperature- 60-700 c
	SN
	Parameters

	Values

	01

	Specific Conductivity
	<0.1 us/cm

	02
	Total Solids

	0.1 mg/Ltr.

	03
	Silica

	<0.1 mg/ ltr.

	04
	Kmno4 Color reterntion

	60 minutes

	05
	UV Absobance at 254 nm

	0.007

	06
	End Toxin

	<0.25 En/ml

	07
	Yeasr & Mould

	Zero

	08
	Total Plate Count

	Zero

	09
	Standard Plate Count

	Zero

	10
	Distillater Quality

	Pathogen Free

	11
	Organic Matter

	NIL



	Output Capacity
	Power Reating (Toatal)
	Fuse requirements

	1.5 Lit/hr
	2.75 KW
	20 amp-1

	3.0 lit/hr
	3.5 KW
	15 amp-1

	4.0 lit/hr
	5.5 KW
	20 amp-1




	01
	

	10
	Horizontal Shaking Machine- (REMI Make)
 Kahn racks, bottles or conical flasks of different sizes can be shaken by adjusting the compartments provided on the shaking racks. Speed range is from 140 rpm to 250 rpm. Variable throw with Reciprocal shaking variable from ½ " to 1", fitted with PMDC heavy duty geared motor for continuous rating. Complete with Digital RPM counter & Automatic 0-60 minutes German Timer. To work on 220/230 vols A.C. Supply. Platform Size  500mm x 325mm x 100mm
 

	01
	

	11
	Good quality Desk Top and Lap top  for the instrument software  and report writing and printing 
Inter CoreTM i7 Processor , RAM- 3 GB, Hard Disk- 500 GB, Monitor- TFT, Operating System- Windows 7, DVD Writer, Logitech Kit (USB Mouse & Keyboard), Webcam, Wi-Fi, etc. 
Printer 
HP/CANON Laser Printer 
UPS - (500 to 1500 VA) 
Software 
Easy to use Windows base Software for generating the reports & Maintain the database of Soil & Water testing. 

	01
	

	12
	GPS (Global Positioning System) Mobile Phone. 

	01
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